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LED boom
General information about this 
manual
This manual is a supplement to the manual:

ASB-6010A / ASB-5014A - Original Installation 
and Operating Manual
It was supplied with product ASB-6010A or ASB-5014A. The work 
instructions and safety instructions in that manual are valid for installation, 
electrical connection, commissioning and operation (where they are 
applicable to this product).

Note:
Please note for art. No. 7653 - 7656 that only 
the "Terminal OUT" part in the "Connection" chapter is 
required. All other steps are not applicable.

Explanation of symbols
The following symbols and signal words are used in this manual:

Danger
Designates an immediate danger that leads to death or 
extremely severe injuries.

Note:
Designates more information and useful tips.

Intended use
Operate the barrier only in a perfect, traffic-safe state in a safety-conscious 
and risk-conscious manner.

The ASB-6010A barrier is suited for industrial, commercial and private use 
in the following applications:

•	 To close and open the entrances and exits of parking lots and other 
driveways to which vehicles of all types have access.

•	 For use with a boom length from 1.5 metres to 5 metres

•	 A support post is recommended for a LED boom length of 3 to 
5 metres.

•	 Maximum 300 operating cycles per day.

•	 Use with the required safety clearances to the surroundings.

•	 Use with suitable safety devices and command initiators oriented to 
the expected vehicle traffic.

•	 Use up to a maximum wind strength of 8 on the Beaufort scale 
(stormy wind).

Qualification of the personnel
The product must be installed, connected and commissioned by technically 
trained persons only.

Scope of supply
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Item Quantity Description

1 1 Boom

2 1 Boom cover

3 1 Faceplate of the boom cover

4 1 Installation and Operating Instructions

5 1 PCB housing (including 2 pan head screws)

6 1 Double-sided adhesive tape

7 1 PCB (DC converter)

8 1 2-lead connecting cable

Qualification of the personnel
The product must be installed, connected and commissioned by technically 
trained persons only

 Note:
A floating support cannot be used with the LED boom. 
A support post is recommended for a LED boom length of 
3 to 5 metres.

 Note:
The boom is attached in the vertical opening position. 
This requires at least 2 technicians.
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Installation

2x4x

2x

max. 
10 Nm

1. Installing the boom.

 ⇒ One person positions the boom and holds it in place.

 ⇒ The second person runs the cable through the opening and 
the shim plate as shown in the drawing.

2. Position the plastic cover.

2x 2x

3. Install the cable as shown in the drawing and fasten to the shaft with 
two crosswise positioned cable binders.

 ⇒ This prevents the cable from being damaged by the movements of 
the boom.

4. Insert cables inside the boom housing through the base plate 
cable gland.

5. Install the included PCB housing. 

 ⇒ Holes were drilled in the baseplate at the factory and screws are 
included.

6. Remove the cover from the PCB housing.

 ⇒ The PCB (DC converter) and are strip of double-sided adhesive 
tape are inside.

 ⇒ The double-sided adhesive tape fi xes the board in the housing.
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Connection
Danger
The electrical work must be performed exclusively by 
persons with the corresponding qualifications.

Wiring terminal box (2)

The terminals on the board are labelled "IN" and "OUT".

"IN" Terminal 
Note:
This wire is included loose. 

Cable colour Terminal
Brown + (Bottom terminal)

White - (Top terminal)

"OUT" Terminal 
Note:
This wire is already installed on the LED boom. The leads 
are black and are numbered 1 and 2.

Cable number Terminal
1 + (Bottom terminal)

2 - (Top terminal)

Connection to the terminal strip
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Cable colour Terminal
Brown No. 16

White No. 11


